
楽器の電源が切れていることを確認します。

次のようにmi.1をMIDIのIN/OUT端子に取り付けます。

取り付け

 アップデート手順

製品上にある矢印はMIDI信

号の方向を示しています。

取り付けのガイドとしてご

利用ください。

App Storeにて「mi.1 connect」（無料）をダウン

ロードします。
1.

歯車のアイコンを押し、Firmware  update to V2を

選びます。
アップテート実行中は、絶対に mi.1を取り外さないで

ください。「Completed」というメッセージが表示

されれば作業は完了です。

4.

以下の画面が表示されたら「Settings」を押し「設

定」画面に移動します。

　* iOS8の場合は自動で移動します。

* もともとONになっていた場合でも一度OFFにした後、ON

に戻します。

5.

Bluetoothを一旦OFFにし、再びONにします。6.

mi.1 connectに戻り「UPDATE」を押します。7.

mi.1を再起動します。（楽器の電源を一旦切り、再度

電源を入れます）
8.

mi.1を楽器に取り付けて電源を入れます。2.
「mi.1 connect」を起動し「CONNECT」を押しま

す。
3.

MIDI

IN OUT

Check that the power of the electronic musical instrument 
has been turned o�.
Insert mi.1 into the MIDI IN/OUT ports as shown.

Installation

Updating

The arrows on the product show 
the direction of the MIDI signal. 
Use them as guides for installation.

Download mi.1 connect (Free) from the App 
Store.

1.

Press a wheel icon and select Firmware update 
to V2.

Do not disconnect mi.1 while the update is 
running. The operation is �nished when the 
message Completed is displayed.

4.

Restart mi.1. (Turn o� the power of the 
musical instrument, and turn on it again.)

8.

Return to mi.1 connect and press UPDATE.7.

Upon con�rmation of the following window, 
press Settings to proceed to the setting 
display.
*For iOS8, this transition is made automatically.

5.

Turn o� Bluetooth, and turn on it again.
*Even if this button has remained ON, this OFF/ON process 
should be made.

6.

Turn on the power of the musical insturment 
to which mi.1 is inserted.

2.

Start mi.1 connect and press CONNECT.3.
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